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8 in1 Combo Heat
= Fuction:
Press Macnlne Multifunctional heat press machine is
consisted of 5 accessories they are:Tshirt

heating plate ,mug heating plate,cap heating
plate and plate heating plate (two size).

This machine enjoys multifunction in one
machine, it can be used for transfering on
tshirt,mug,plate,cap and so on. Moreoverthe
heating accessory can bejoined . It can be
circumvolved 180degrees and is convenient
to take off the transfered materials and can
be used for transfering on certain thick
materials; you can replace the heating plate
easily and conveniently without using any
special tools.

This machine is not suitable for
minors to use or food processing
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Head-shaking Heat

Specification: Press Machine
Voltage 110/220V
Power 450-1200W 100z Mug Heat Press Machine
Tem range 0-399°C
Time range 0-999s
Weight 44kg
Package Size | 52*48*51cm
5-7cm/7.5-9cm
Diameter 120z cone
170z cone for mug
Diameter 12/15cm for plate Cap Mat
Diameter 80*150mm cap
Diameter 28*38cm 10 Plate Mat

8’ Plate Mat
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Operating instructions:

(1 Please put the material on working table,adjust the pressure knob get right pressure required
(2 Connect power plug and turn on power

(3 Set time & temp you want with temp/time gauge get required numbers.

4) The temp for heating plate will start to rise up, when it reaching temp you set, place the
material on the working table and close the handle.

5 The buzzer will sound when reaching time you set, handle will automatically open and
take out the material

Operation of the instrument:

!

press "OK"button press "OK"button
one time the second time
this state is set temperature  this state is set time

=— XINGYAN DIGITAL CONTROL

OK button
Add-subtract button|

press "ENTER"button ,return to working.
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ANote:

1. This equipment is displayed temperature as Celsius or Fahrenheit degree

2. Pls try a small sample to get the right temp and time needed before large quantities printing.
3. Don’ tuse your hand to touch the heating plate directly, for prevent your hand from burn
4. setup the required temperature, time, the machine starts to heat up heating

Problem

Cause

Handling methods

No indication after
press the Power switch

The power plug is loose or the
fuse of the power plug is blowout.

Re—plug power supply or
replace the fuse

It" s hard to adjust the
pressure adjustive screw

The joint part is too dry

Add a little oil to the joint part.

The heating machine is not work.

Meter is malfunction

Replace or send it to our
company for repair

Subdued Colors

Temperature too low or
uneven pressure or time
is too short

Add more baking time

Fuzzy pattern

Long time lead to ink spread

Reduce the baking time largely

Different shades of color patterns

Uneven pressure or object
transfer coating uneven

Increase the pressure or replace
mug with uneven coating

Local Fuzzy Pattern

Hot Stamping regional heat
unevenly distributed

Replace the heating mat

Sticker

Temperature too high or
object transfer coating bad

Reduce the baking time largely





