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Operator’s Manual(CE)
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Plate Heat Press Machine

Technical characteristics:

(1) Meter controller makes the heating effect
much more steady.

(2) Imported silica gel heating pad is able to
endure high temperature. To make the
pressure more uniform and will not be
metamorphosed when the temperature
reaches 240°C.

(3) Highly electronic resistance equipment
which makes the tempera ture error to
bet 1°TC.

(4) Convenient to adjust the pressure with
the rolling screw.

(5) The biggest transfer size: 8 inch
(diameter of the plate)

(6) Preheating time ( Room Temperature
of 20°C): 1-3 minutes. Temperature
status will be showed in the mean while.

(7) Fashionable look with small weight
makes it flexible to bring with

This machine is not suitable for
minors to use or food processing




image3.jpeg
0| 0 remass

Q| © s
OOee

NGHAN DiGITAL conpmey,

Stainless steel spring

Silicone heater pad

Worktable

Power switch

Specification:

Voltage 110/220V
Power 360W
Temperature | 0-399°C

Time range 0-399s
Packing Size | 49.5*42*21.5cm
Weight 10.5kg

Temp/Time controller,

Air interface
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Operating instructions:

@ Please the material on working table,adjust the pressure knob get right pressure required
2 Connect power plug and turn on power

@ Set time & temp you want with temp/time gauge get required numbers.

4) The temp for heating plate will start to rise up, when it reaching temp you set, place the
material on the working table and close the handle.

5 The buzzer will sound when reaching time you set, handle will automatically open and
take out the material

Operation of the instrument:
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press "OK"button press "OK"button
one time the second time
this state is set temperature  this state is set time
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— XINGYAN DIGITAL CONTROL

OK button
Add—subtract button|

press "ENTER"button ,return to working.
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ANOte:

1. The machine should be connected with ground wire!
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. Do not touch the heat holder while heating.
. Keep children away from the machine.

. Do not scratch the photo plates.

. Take the finished transferred plate out with a heat-insulation glove.

Problem

Cause

Resolution

No indication after
press the Power switch

The fuse broken

Replace the same standard fuse

The load of fuse is too small or

Troubles i
of the The fuse always broken part short circuit of the heating pad Replace the fuse or heating pad
machine | There is an indication of R )
- . eplace the heating pad or
the power but the Short circuit of the heating pad send it to our company for repair
machine do not heat
Incorrect LED indication : Replace or send it to our
or no indication tave problemwiti the metec company for repair
The color of the photo is dim | Heat transferring time is too short Increase heat transferring time
R Too long heat transferring time _—
The photo is mistiness leads the printing ink diffuse Decrease heat transferring time
Operation| The color of parts of the Not enough pressure or the Increase the pressure or

photo is light

coat is not uniformity

replace the plate

Photo is mistiness in the
same part of the plate

Heat pad local parts problem

Replace the heating pad

Picture ink uneven

Ceramic diameter
Up and down different

Replace the plate





